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Use of Gun-Nails with Multinail Products

Multinail Products that allow for gun-nail fixing

Given the benefits of the gun-nail fixing method, the following Multinail products may be fixed using
32 mm x 2.5@ hardened screw shank gun-nails complying with AS 2334-1980 or ASTM F1667-15:

e Flat Tension Bracing
e Cyclone Tie

e UniTie

e Stud Strap

e Nail on Stud Tie

e Joist Hanger

Limit state design capacity for gun-nail fixing method

When substituting Multinail 30 mm x 2.8@ reinforced head nails with 32 mm x 2.5@ hardened screw
shank gun-nails, either the number of required nails may need to be increased to maintain the same
limit state design capacity, or the limit state design capacity may be reduced to maintain the same
number of nail fixings, depending on the application and product geometry. Refer to the relevant
product brochure for further information.

Minimum gun-nail spacing
For @2.5mm gun-nails, the minimum spacing specified in AS 1720.1 must be followed unless
noted otherwise:

e Timber end distance — 50 mm

e Timber edge distance — 12.5 mm

e Between nails, across the grain — 25 mm
e Between ndails, along the grain — 50 mm

Installation notes

Gun-nails must not be driven through existing nail holes, as the nail heads may pull through the holes
and reduce connection capacity. Instead, gun-nails must be placed at least 5 mm from any metal
edge or hole and spaced evenly in accordance with the minimum gun-nail spacing requirements.

Gun-nails must be driven at the appropriate pressure to ensure the nail heads sit flush with the
metal surface.

Care must be taken when using gun-nails with metal products. Refer to the nail gun supplier’s safety
recommendations before operating these tools. Considerationsinclude appropriate protective clothing,
eye protection, and the angle of the nail gun relative to the metal. Multinail accepts no responsibility
for injuries incurred through the use of nail guns when installing Multinail metal products.

For any queries regarding the use of gun-nails with Multinail products, please contact Multinail
Engineering Support.
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